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2 The glazed areas need not be prowded in rooms where
Exeeption-1-above-is-satisfiedand artificial light is provided
capable of producing an average illumination of 6 footcandles
(6.46 lux) over the area of the room at a height of 30 inches
(762 mm) above the floor level.

R303.2 Adjoining rooms. For the purpose of determining light
and-ventHation requirements, any room shall be considered as a
portion of an adjoining room when at least one-half of the area of
the common wall is open and unobstructed and provides an
opening of not less than one—tenth of the floor area of the interior
room but not less than 25 square feet (2.32 m?).

Exception: Openings required for light andferventilation shall

be permitted to open into a thermally isolated sunroom addition

or patio cover, provided that there is an openable area between
the adjoining room and the sunroom addition or patio cover of
not less than one—tenth of the floor area of the interior room but
not less than 20 square feet (1.86 m?). Fhe-minimum-openable
area—to-the—outdoorsshal-bebasedupon—thetotal-Hoorarea

R303.3 Bathrooms. Bathrooms, water closet compartments and
other similar rooms shall be provided with aggregate glazing area
in windows of not less than 3 square feet (0.279 m?), one-half of
which must be openable.
Exception: The glazed areas shall not be required where
artificial light and—a—mechanical—ventilation—system—are is
provided. The-minimum-ventilation-rates-shal-be 50-cfm-(23.6

2003 SEATTLE RESIDENTIAL CODE

BUILDING PLANNING

R303.6 Stairway illumination. All interior and exterior stairways
shall be provided with a means to illuminate the stairs, including
the landings and treads. Interior stairways shall be provided with
an artificial light source located in the immediate vicinity of each
landing of the stairway. For interior stairs the artificial light
sources shall be capable of illuminating treads and landings to
levels not less than 1 foot—candles (11 lux) measured at the center
of treads and landings. Exterior stairways shall be provided with an
artificial light source located in the immediate vicinity of the top
landing of the stairway. Exterior stairways providing access to a
basement from the outside grade level shall be provided with an
artificial light source located in the immediate vicinity of the
bottom landing of the stairway.
Exception: An artificial light source is not required at the top
and bottom landing, provided an artificial light source is located
directly over each stairway section.
R303.6.1 Light activation. The control for activation of the
required interior stairway lighting shall be accessible at the top
and bottom of each stairway without traversing any steps. The
illumination of exterior stairways shall be controlled from inside
the dwelling unit.
Exception: Lights that are continuously
automatically controlled.
R303.7 Required glazed openings. Required glazed openings
shall open directly onto a street or public alley, or a yard or court
located on the same lot as the building.
R303.7.1 Roofed porches. Required glazed openings may face
into a roofed porch where the porch abuts a street, yard or court
and the longer side of the porch is at least 65 percent open and
unobstructed and the ceiling height is not less than 7 feet (2134
mm).
R303.8 Required heating. When-the-winter-design-temperature-in
Fable R3061-2(1)-is-below-60°F(16°C).eEvery dwelling unit shall

be provided with heating facilities capable of maintaining a
minimum room temperature of 68°F (20°C) at a point 3 feet (914
mm) above the floor and 2 feet (610 mm) from exterior walls in all
habitable rooms, baths and toilet rooms at the design temperature
specified in Table R301.2(1). The installation of one or more
portable space heaters shall not be used to achieve compliance with
this section.
[W] R303.8.1 Definitions. For the purposes of Sections 303.8.1
through 303.8.3 only, the following definitions apply.
DESIGNATED AREAS are those areas designated by a county
to be an urban growth area in chapter 36.70A RCW and those
areas designated by the U.S. Environmental Protection Agency
as being in nonattainment for particulate matter.
SUBSTANTIALLY REMODELED means any alteration or
restoration of a building exceeding 60 percent of the appraised
value of such building within a 12 month period. For the
purpose of this section, the appraised value is the estimated cost
to replace the building and structure in kind, based on current
replacement costs.
R303.8.2 Primary heating source. Primary heating sources in
all new and substantially remodeled buildings in designated
areas shall not be dependent upon wood stoves.

illuminated or
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R303.8.3 Solid fuel burning devices. No used solid fuel burning
device shall be installed in new or existing buildings unless such
device is United States Environmental Protection Agency certified
or a pellet stove either certified or exempt from certification by the
United States Environmental Protection Agency.

Exception:  Antique wood cook stoves and heaters

manufactured prior to 1940.

SECTION R304
MINIMUM ROOM AREAS

R304.1 Minimum area. Every dwelling unit shall have at least
one habitable room that shall have not less than 120 square feet
(11.2 m?) of gross floor area.

R304.2 Other rooms. Other habitable rooms shall have a floor
area of not less than 70 square feet (6.5 m?).

Exception: Kitchens.

R304.3 Minimum dimensions. Habitable rooms shall not be less
than 7 feet (2134 mm) in any horizontal dimension.

Exception: Kitchens.

R304.4 Height effect on room area. Portions of a room with a
sloping ceiling measuring less than 5 feet (1524 mm) or a furred
ceiling measuring less than 7 feet (2134 mm) from the finished
floor to the finished ceiling shall not be considered as contributing
to the minimum required habitable area for that room.

SECTION R305
CEILING HEIGHT

R305.1 Minimum height. Habitable rooms, hallways, corridors,
bathrooms, toilet rooms, laundry rooms and basements shall have a
ceiling height of not less than 7 feet (2134 mm). The required
height shall be measured from the finish floor to the lowest
projection from the ceiling.

Exceptions:

1. Beams and girders spaced not less than 4 feet (1219 mm) on
center may project not more than 6 inches (152 mm) below
the required ceiling height.

2. Ceilings in basements without habitable spaces may project to
within 6 feet, 8 inches (2032 mm) of the finished floor; and
beams, girders, ducts or other obstructions may project to
within 6 feet, 4 inches (1931 mm) of the finished floor.

3. Not more than 50 percent of the required floor area of a room
or space is permitted to have a sloped ceiling less than 7 feet
(2134 mm) in height with no portion of the required floor area
less than 5 feet (1524 mm) in height.

4. Bathrooms shall have a minimum ceiling height of 6 feet 8
inches (2036 mm) over the fixture and at the front clearance
area for fixtures as shown in Figure R307.2. A shower or tub
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equipped with a showerhead shall have a minimum ceiling
height of 6 feet 8 inches (2036 mm) above a minimum area 30
inches (762 mm) by 30 inches (762 mm) at the showerhead.

SECTION R306
SANITATION

R306.1 Toilet facilities. Every dwelling unit shall be provided
with a water closet, lavatory, and a bathtub or shower.

R306.2 Kitchen. Each dwelling unit shall be provided with a
kitchen area and every kitchen area shall be provided with a sink.

R306.3 Sewage disposal. All plumbing fixtures shall be connected
to a sanitary sewer or to an approved private sewage disposal
system.

R306.4 Water supply to fixtures. All plumbing fixtures shall be
connected to an approved water supply. Kitchen sinks, lavatories,
bathtubs, showers, bidets, laundry tubs and washing machine
outlets shall be provided with hot and cold water.

SECTION R307
TOILET, BATH AND SHOWER SPACES

R307.1 Space required. Fixtures shall be spaced as per Figure
R307.2.

R307.2 Bathtub and shower spaces. Bathtub and shower floors
and walls above bathtubs with installed shower heads and in
shower compartments shall be finished with a nonabsorbent
surface. Such wall surfaces shall extend to a height of not less than
6 feet (1829 mm) above the floor.

SECTION R308
GLAZING

[B] R308.1 Identification. Except as indicated in Section
R308.1.1, each pane of glazing installed in hazardous locations as
defined in Section R308.4 shall be provided with a manufacturer’s
or installer’s label, designating the type and thickness of glass and
the safety glazing standard with which it complies, which is visible
in the final installation. The label shall be acid etched, sandblasted,
ceramic—fired, embossed mark, or shall be of a type which once
applied cannot be removed without being destroyed.

Exceptions:

1. For other than tempered glass, labels may be omitted provided
the building official approves the use of a certificate, affidavit
or other evidence confirming compliance with this code.

2. Tempered spandrel glass may be identified by the
manufacturer with a removable paper label.

R308.1.1 Identification of multipane assemblies. Multi—pane
assemblies having individual panes not exceeding 1 square foot
(0.09 m?) in exposed area shall have at least one pane in the
assembly identified in accordance with Section R308.1. All
other panes in the assembly shall be labeled “16 CFR 1201.”
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